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the discontinuance f any such emer-
gency service.

§87.45 Time in which station is placed
in operation.

This section applies only to unicom
stations and radionavigation land sta-
tions, excluding radionavigation land
test stations. When a new license has
been issued or additional operating fre-
quencies have been authorized, the sta-
tion or frequencies must be placed in
operation no later than one year from
the date of the grant. The licensee
must notify the Commission in accord-
ance with §1.946 of this chapter that
the station or frequencies have been
placed in operation.

[69 FR 32879, June 14, 2004]

§87.47 Application for a portable air-
craft station license.

A person may apply for a portable
aircraft radio station license if the
need exists to operate the same station
on more than one U.S. aircraft.

§87.51 Aircraft earth station commis-
sioning.

(a) [Reserved]

(b) Aircraft earth stations authorized
to operate in the Inmarsat space seg-
ment must display the Commission li-
cense together with the commissioning
certificate issued by Inmarsat. Not-
withstanding the requirements of this
paragraph, aircraft earth stations may
operate in the Inmarsat space segment
without an Inmarsat-issued commis-
sioning certificate if written approval
is obtained from Inmarsat in addition
to the license from the Commission.

[67 FR 45749, Oct. 5, 1992, as amended at 63 FR
68957, Dec. 14, 1998]

Subpart C—Operating
Requirements and Procedures

OPERATING REQUIREMENTS

§87.69 Maintenance tests.

The licensee may make routine
maintenance tests on equipment other
than emergency locator transmitters if
there is no interference with the com-
munications of any other station. Pro-
cedures for conducting tests on emer-

§87.87

gency locator transmitters are con-
tained in subpart F.

§87.71 Frequency measurements.

A licensed operator must measure
the operating frequencies of all land-
based transmitters at the following
times:

(a) When the transmitter is origi-
nally installed;

(b) When any change or adjustment is
made in the transmitter which may af-
fect an operating frequency; or

(c) When an operating frequency has
shifted beyond tolerance.

§87.73 Transmitter adjustments and
tests.

A general radiotelephone operator
must directly supervise and be respon-
sible for all transmitter adjustments or
tests during installation, servicing or
maintenance of a radio station. A gen-
eral radiotelephone operator must be
responsible for the proper functioning
of the station equipment.

§87.75 Maintenance of antenna struc-
ture marking and control equip-
ment.

The owner of each antenna structure
required to be painted and/or illumi-
nated under the provisions of Section
303(q) of the Communications Act of
1934, as amended, shall operate and
maintain the antenna structure paint-
ing and lighting in accordance with
part 17 of this chapter. In the event of
default by the owner, each licensee or
permittee shall be individually respon-
sible for conforming to the require-
ments pertaining to antenna structure
painting and lighting.

[61 FR 4368, Feb. 6, 1996]

§87.77 Availability for inspections.

The licensee must make the station
and its records available for inspection
upon request.

RADIO OPERATOR REQUIREMENTS

§87.87 Classification of operator li-
censes and endorsements.

(a) Commercial radio operator li-
censes issued by the Commission are
classified in accordance with the Radio
Regulations of the International Tele-
communication Union.

183



		Superintendent of Documents
	2014-01-15T01:35:40-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




